§2.01-8

and Miscellaneous Vessels) of this
chapter.

(3) For tank vessels see part 30 of
subchapter D (Tank Vessels) of this
chapter.

(4) For small passenger vessels see
part 114 of subchapter K (Small Pas-
senger Vessels Carrying More Than 150
Passengers or with Overnight Accom-
modations for More Than 49 Pas-
sengers) and part 175 of subchapter T
(Small Passenger Vessels) of this chap-
ter.

(5) For uninspected vessels see part 24
of subchapter C (Uninspected Vessels)
of this chapter.

(6) For vessels carrying certain bulk
dangerous cargoes see subchapter O of
this chapter.

[CGFR 65-50, 30 FR 16604, Dec. 30, 1965, as
amended by CGFR 67-83, 33 FR 1102, Jan. 27,
1968; CGFR 70-10, 35 FR 3706, Feb. 25, 1970;
CGD 73-96, 42 FR 49022, Sept. 26, 1977; CGD 86—
033, 53 FR 36023, Sept. 16, 1988; 53 FR 46871,
Nov. 21, 1988; CGD 90-008, 55 FR 30659, July 26,
1990; CGD 97-057, 62 FR 51041, Sept. 30, 1997,
USCG-1999-5040, 67 FR 34760, May 15, 2002]

§2.01-8 Application of regulations to
vessels or tankships on an inter-
national voyage.

(a) Where, in various places or por-
tions in this chapter, requirements are
stipulated specifically for vessels on an
international voyage or tankships on an
international voyage, it is intended that
these requirements apply only to ves-
sels or tankships, as applicable, which
are subject to the International Con-
vention for Safety of Life at Sea, 1974.

(b) For details regarding application
of Convention requirements to tank-
ships, see §30.01-6 of this chapter; to
passenger vessels, see §70.05-10 of this
chapter; to cargo ships other than
tankships, see §90.05-10 of this chapter;
and to small passenger vessels, see
§§115.900 and 176.900 of this chapter.
(E.O. 11239, 30 FR 9671, 3 CFR, 1965
Supp.).

[CGFR 65-50, 30 FR 16604, Dec. 30, 1965, as
amended by CGD 90-008, 55 FR 30659, July 26,
1990; USCG-1999-4976, 65 FR 6499, Feb. 9, 2000]

§2.01-10 Inspection requirements—do-
mestic vessels.

(a) If during the inspection of a vessel
made at the request of the master,
owner, or agent, the vessel or her
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equipment is found not to conform to
the requirements of law or regulations
in this chapter, the requirements
which must be met will be listed on
Form CG-835, Notice of Merchant Ma-
rine Inspection Requirements, and
given to the master of the vessel.

(b) The Coast Guard on its own ini-
tiative may examine or inspect or rein-
spect at any time any vessel subject to
inspection under Subtitle I, Title 46 of
the U.S. Code, Title 46 and Title 33 U.S.
Code. If during such examination, in-
spection, or reinspection, any failure to
comply with any applicable require-
ment of law and/or applicable regula-
tions in this chapter, or any defects or
imperfections become apparent tending
to render the navigation of the vessel
unsafe, or that repairs have become
necessary, the Coast Guard will so no-
tify the master and state what is re-
quired.

[CGFR 65-50, 30 FR 16604, Dec. 30, 1965, as
amended by CGD 95-028, 62 FR 51194, Sept. 30,
1997]

§2.01-13 Inspection
foreign vessels.

requirements—

(a) Foreign vessels registered in
countries which are parties to the ef-
fective International Convention for
Safety of Life at Sea are normally sub-
ject to the examination provided for in
Chapter | of that Convention. However,
in the case of any vessel involving
novel features of design or construc-
tion, upon which that Convention is si-
lent or which involve potential unusual
operating risks, a more extensive in-
spection may be required when consid-
ered necessary to safeguard the life or
property in United States ports where
such vessel may enter. In such a case,
pertinent plans and/or calculations
may be required to be submitted suffi-
ciently in advance to permit evalua-
tion before inspection.

(b) Foreign vessels registered in
countries which are not parties to the
effective International Convention for
Safety of Life at Sea, or foreign vessels
registered in countries which are par-
ties to the effective Convention but
which vessels are exempted from part
or all of the Convention, may under
conditions specified in applicable in-
spection laws be subject to inspection



